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	SIDEWALK CONSTRUCTION INFORMATION
CITY OF FOND DU LAC
ENGINEERING DIVISION



A Sidewalk Permit must be obtained from the City of Fond du Lac prior to any sidewalk work beginning. Contact the Engineering Division for inspection of sidewalk forms prior to pouring concrete at 920-322-3470.

1. Sidewalk Width – Widths shall match existing sidewalks on adjacent sidewalk panels. If sidewalk widths vary by ½ foot or more, please call Engineering before setting forms.

2. Sub-Base Preparation – The subgrade shall be formed by excavating or filling to the required elevation to a point 3 or 5 inches below the bottom of the 4 or 6 inch concrete.  The width of the subgrade shall be 6 inches beyond each side of the sidewalk.  

3. Granular Base Course – A minimum of 3 inches of ¾” minus limestone or road gravel base course is required under all 4” concrete, and 5 inches of granular base course under all 6” concrete.  No clear stone.

4. Forms – Forms shall be of wood, plastic, or metal and shall be straight and of sufficient strength to resist springing, tipping, or other displacement during the process of depositing and consolidating the concrete.  

5. Expansion Joint – All expansion joints shall be constructed using ½ inch RELEX Rubber Expansion Joint.  Equivalent products must be approved by the Engineer prior to installation.  

6. Joints – The edges of the sidewalk along forms, joints, or metal slab divisions shall be rounded with an edge of ¼ inch radius.

7. NEW IN 2014 Reinforcing Rods & Sidewalk Tie Bars – No. 4 Reinforcing Rods shall be installed in all new concrete over utility trenches. Two – 1 foot long, No. 4 sidewalk tie bars, shall be drilled and installed into all adjacent panels or other locations as directed by Engineering. Where expansion joint material is used the Contractor shall use No. 4 smooth bars, greased. Tie bars can be Deformed or Epoxy-Coated.

8. Finishing, Curing, & Protection – Concrete shall be finished smooth and lightly broomed. All newly placed concrete shall be cured by the Impervious Coating Method.  After finishing operations, the concrete surface shall be sealed by spraying on it a uniform coating of curing material, in such a manner as to provide a continuous water-impermeable film on the entire concrete surface.

9. Backfilling – The disturbed areas along the sides of the walk shall be backfilled with satisfactory topsoil and thoroughly compacted.  

10. Barricading - Sufficient lighting and barricades shall be provided to protect the public.  Barricades shall remain in place until the new concrete is cured and all adjacent holes have been backfilled.

11. [bookmark: _GoBack]Stamp Required – The Contractor shall stamp his name and the year of construction on each single square or at the end of multiple square pours.
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